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COMPLETE INSULATION 
WHEN CLOOSED

FULL INTEGRATATION 
TO FACADE, JOINERY 

AND BLIND FRAME

STAINLESS STEEL 
ACCESSORIES 90° FULL 

OPENING

MOTOR BOX
ALUMINUM  SASHES 

AND FRAMES 

32MM INSULATED 
GLASS 

VentNOW Louvre Window Systems offer fresh air 
whenever needed at the ease of touching a button. 
Rapid air ventilation and heat exhaust in desired 
places can be achieved succesfully.  

Thanks to toughened aluminum profiles used 
in frame and blades and stainless steel fittings, 
VentNOW products establish excptional facades in 
buildings. 

VentNOW Louvre Window Systems  
are easy to assemble and adaptable to  

use with various building facades. 
When closed fully, VentNOW is 

resistant to undesired thermal and 
acoustic transfers as well as air and 

water leakages.
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HAND LEVERED, 
REMOTE OR BUTON 
CONTROL OPTIONS

BLADES CAN BE 
CONTROLLED ALTOGETHER 
OR IN SEPERATE GROUPS

LOCKING THE SASHES 
AT DESIRED ANGLE

SCALABLE 
DESIGN VentNOW Louvre Window Systems are open to use 

with multiple smart actuators which enables you to 
control the blades both precisely and seperately. 
In addition to utilizational advantages, this also 
provides easy maintenance when needed. 
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TECHNICAL DATASHEETTECHNICAL 
DRAWINGS

DIMENSIONS 
Maximum sash width 1500mm

Maximum sash heigth 500mm

Visible sash width 25mm

Frame width 60mm

Frame depth 60mm

Motor box depth 115mm

SURFACE
Powder coating RAL Colors

Anodising Color chart

Wood pattern Pattern chart

Natural wood veneering Wood chart

GLAZING 
Double pane glazing thickness 32mm

Opening angle 90º

90º opening time 30 seconds

CONTROL
Electric lineer actuator 230V

Manual hand lever

CONSTRUCTION
Frame profiles Al 6063 T6

Sash profiles Al 6063 T6

Stainless stainless accessories AISI 304 Stainless 

Fasteners AISI 304 Stainless
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www.duowin.com.tr

sales@duowin.com.tr
satis@duowin.com.tr

Ofis - Fabrika / Office - Factory 
Orta Mahalle,  Keban Sk. No: 6 
Orhanlı-Tuzla 34956
İstanbul / Türkiye
Tel: +90 (216) 614 01 20 (4 Hat)
Fax: +90 (216) 614 01 24


